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TRAFFIC CONTRGOL (CONT.)
MAINTENANCE OF TRAFFIC SIGNAL INSTALLATION (CONT.)

THE CONTRACTOR SHALL SUSPEND ALL WORK, SHALL HAVE ALL TRAFFIC SIGNALS IN
OPERATION USING EXISTING AND/OR PROPOSED TRAFFIC SIGNALS AND SHALL HAVE ALL
TRENCH IN PAVED AREAS PAVED DURING THE MILLERSBURG ANTIQUE FESTIVAL
(OCTOBER 6, 2007 THRU OCTOBER 7,2007 ) AND DURING THE HOLMES COUNTY FAIR
(AUGUST 74, 200] THRU AUGUST 18,2007 ).

THE CONTRACTOR SHALL MAINTAIN COMPLETE RECORDS OF MALFUNCTIONS
INCLUDING:

il TIME OF NOTIFICATION OF MALFUNCTION.

2., TIME OF WORK CREW'S ARRIVAL TO CORRECT THE MALFUNCTION.

&)

ACTIONS TAKEN TO CORRECT THE MALFUNCTION, INCLUDING A LIST OF
PARTS REPAIRED OR REPLACED.

A DIAGNOSIS OF REASON FOR THE MALFUNCTION AND PROBABILITY OF RECCCURRENCE.

4.

5. TIME OF COMPLETION OF REPAIR AND SYSTEM RLESTORED TO FULL SERVICE.
A COPY OF THESE RECORDS SHALL BE PROVIDED TO THE ENGINEER WITHIN THRLE (3)
WORKING DAYS FOLLOWING COMPLETION OF EACH REPAIR.

UNDERDRAINS FOR PULL BOXES

REFERENCE IS MADE TO STANDARD DRAWING HL—30.11 FOR DETAILS OF DRAINING
PULL BOXES. UNDERDRAINS FOR PULL BOXES SHALL BE USED AS DIRECTED BY THE
ENGINEER AND SHALL BE PROVIDED WHERE THE LENGTH REQUIRED FOR A
SATISFACTORY OUTLET DOES NOT EXCEED APPROXIMATELY 40 FEET. AN ESTIMATED
QUANTITY OF 480 LIN. FT. OF ITEM 603, 4" CONDUIT, TYPE E IS INCLUDED IN THE

GENERAL SUMMARY FOR THIS PURPOSE.

ITEM 625 — TRENCH IN PAVED AREA, TYPE ()

THE CONTRACTOR SHALL DO ALL TRENCHING BETWLEN THE HQOURS OF
6:00 PM TO 6:00 AM. ALL OTHER REQUIREMENTS SHALL BE AS PER

625.12 AND 625.24.

ITEM 632 — VEHICULAR SIGNAL HEAD, () SECTION, 12" LENS, 1 WAY,
POLYCARBONATE, AS PER PLAN

SECTION 752.01 OF THE SPECIFICATIONS S MODIFIED FOR THIS PROJECT AS

FOLLOWS:

A) SIGNAL HEADS AND VISORS SHALL BE CONSTRUCTED OF INJECTION
MOLDED, UV STABILIZED, POLYCARBONATE PLASTIC AND MEET I1E
SPECIFICATIONS.

B) PLASTIC LENSES SHALL BE USED.

3 PIPE, SPACERS AND FITTINGS CONSTRUCTED OF POLYCARBONATE
PLASTIC MAY BE USED IN LIEU OF GALVANIZED STEEL OR ALUMINUM.

D) PROPER EXTERIOR COLORS SHALL BE OBTAINED BY USE OF COLORED
PLASTIC MATERIAL RATHER THAN PAINTING.

THE SIGNAL HEADS SHALL BE RIGIDLY MOUNTED TO THE MAST ARMS.

ITEM 632 — PEDESTRIAN SIGNAL HEADS, TYPE D2, AS PER FLAN

SECTION 732.05 OF THE SPECIFICATIONS IS MODIFIED FOR THIS PROJECT AS

FOLLOWS:

A) SIGNAL HEADS AND VISORS SHALL BE CONSTRUCTED OF POLYCARBONATE
PLASTIC AND SHALL MEET ITE SPECIFICATIONS.

B) PLASTIC LENSES SHALL BE USED.
C) PIPE, SPACERS AND FITTINGS CONSTRUCTED OF POLYCARBONATE PLASTIC

MAY BE USED IN LIEU OF GALVANIZED STEEL OR ALUMINUM.
D) INSTALLATION SHALL BE PER ODOT STANDARD CONSTRUCTION DRAWING

TC—-85.10 WITH THE EXCEPTION THAT "CLAM SHELLS"” SHALL NOT BE USED.
E) THE INTERNATIONAL PALM ‘AND PEDESTRIAN SYMBOLS SHALL BE USED.
F) POLE PLATES WITH STAINLESS STEEL BANDING SHALL BE USLED FOR
MOUNTING SIGNALS TO POLES.

IHEM 632 — SIGNAL CAB‘E 2 CONDUCTOR, NO. 14 AWG

THE SIGNAL CABLE SHALL BE CONNECTED TO THE EXISTING REMOTE PREEMPT
WIRING AT THE EXISTING PQLE AT THE NORTHWEST CORNER OF THE JACKSON ST.
(S.R. 39) AND WASHINGTON ST. INTERSECTION AND SHALL THEN RUN OVERHEAD
10 THE EAST TO PROPOSED POLE P2 AT THE NORTHEAST CORNER OF JHE
JACKSON ST. (S.R. 39) AND WASHINGTON ST. INTERSECTION.  THE REMOIE
'R[[MPT CONTROL SIGNAL CABLE SHALL THEN BE RUN AS DETAILED ON

SHEETS 15, 16, 17 AND 19.

LIEM 632 = INTERCONNECT CABLE, 6 PAIR, NO. 19 A
SOLID, REA_(PE-=39), AS PLR PLAN

SPLICES SHALL OCCUR ONLY AT THE TERMINAL ENDS OF THE HARDWIRE

INTERCONNECT PANCL. NO OTHCR SPUCE LOCATIONS SHALL BE

PERMITTED.

PAYMENT FOR ALL LABOR, MATERIALS, TOOLS, EQUIPMENT, AND OTHER

INCIDENTALS SHALL BE INCLUDED IN THE UNIT BID FOR "ITEM 632

INTERCONNECT CABLE, 6 PAIR, NO. 19 AWG, SOUID, REA

(PE 39), AS PER PLAN". MEASURCMONT WILL BE BASED UPON THE

NUMBER OF LINEAR FEET IN PLACE.
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HEM 632 — POWER_SERVICE, AS PLR_[LAN
ELECTRIC POWER (120 VOLTS) SHALL BEC QBTAINED FROM AN EXISTING

EMERGENCY LOAD CENTER LOCATED IN THF VILI AGE OF MILLERSBURG VILLAGE

HALL BASEMENT.  THE EXISTING ELERGENCY LOAD CENIER IS FED FROM AN
EXISTING AUTOMATIC TRANSFER SWITCH ALSO LOCATED IN VILLAGE HALL

(WHICH IS FED FROM AN EXISTING POWER SERVICE I'RCM AMERICAN ELECTRIC
POWER AND FROM AN EXISTING EMERGENCY GENERATUR ALSO LOCATED

IN VILLAGE HALL). EXISTING UNUSED CIRCUITS IN THE EXISTING EMERGENCY

LOAD CENTER SHALL BE RCMOVED AS REQUIRLD 10 ACCOMODAIE A PROPOSED 70
AMP CIRCUIT BREAKER (WHICH MUST BE COMPAIBLE WITH EXISTING EMERGENCY
LOAD CCNTER) FOR THE TRAFIIC SIGNALS.  THE TRAFTIC SIGNAL POVER CIRCUIT
SHALL BE A 3 CONDUCTOR NO. 2 AWG (‘Amr H A TWO (2) INCH CONDUIT

WHICH SHALL RUN FRCM THE EXISTING EMERGEHCY LOAD CENTER IN THE VILLAGE
HHALL BASCMENT TO AND THROUGH A CRAWL SPACE NORTH OF THE BASEMENT

TO0 AND THROUGH THE NORTH WALL OF THE VILLAGE HALL. A CONDUIT LB AND
VERTICAL CONDUIT RUN (WITH CABLE) SHALL BE PROVIDED ON THE EXTERIOR OF THE
NORTH WALL OF THE MILLAGE HALL. THE TRAFFIC SIGNAL POWER CIRCUIT SHALL
THEN RUN OVERHEAD TO AN EXISTING POLE ADJACENT 10 THE NORTH END OF

THE VILLAGE HALL, SHALL THEN RUN OVERHEAD TO THE EAST TQ EXISTING

POLE APPURTENANCES ON THE WEST SIDE OF MORTH WASHINGTON ST., SHALL

THEN RUN OVERHEAD TO THE SOUT( 10 AN FXISTING POLE AT THE NORTHWEST
CORNER OF THE JACKSON ST. (S.R. 39) AND WASHINGION ST. INTERSECTION

AND SHALL THEN RUN OVERHEAD TO THE CAST TO PROPOSED POLE P2 AT THE
NORTHEAST CORNER OF THE 'N\K"U’N ST (S.P_ 39) AND WASHINGTON ST.
INTERSECTION.  THE TRAFFIC SIGNAL POWER CIFZUIT SHALL THEN RUN AS DETAILED
ON SHEETS 15, 16, 17, 18, AND 19. ALL WORK UNDER THIS ITCM SHALL BE IN
ACCORDANCE WITH THE REQUIREMENTS OF THE NATIONAL ELECTRIC CODE, AMERICAN
ELLCTRIC POWER AND LOCAL REGULATIONS. Al EXISTING FACILITIES DISTURBED
SHALL BE REPAIRED, REPLACED, SEALED, ETC. m A MANNER SATISFACTORY TO THE
mmrm THE VILLAGE OF MILLERSBURG AND AMERI nm ILF STRIC POWER AS
APPLICABLE.  THIS ITEM SHALL INCLUBE THE FSTING m GCENCY LOAD CENITER
MODIFICATIONS (INCLUDING PROPOSED CIRCUIT BREAKE R), iE C(’muuw AND CABLE
BETWEEM THE EXISTING EMERGENCY LOAD CENTER AND THE WEATHERHEAD ON THE
EXTERIOR OF THE wom H WALL OF THE VILLAGE HALL, ((NJIJUI Ul (S), CONDUIT LB(S),
WEATHERHEAD(S), THE LOCAL FUSED UISCONNECT SWITCHES (AT EACH TRAFFIC
SIGNAL INSTALLATION), ET1C.

ITEM 632 — COMBINATION SIGNAL SUPPORT, IYFE TC-(__ ). DESIGN (____). AS PER PLAN
THE SIGNAL SUPPORT SHALL BE As PER STANDARD DRAWING TC—(___) WITH

EXTENSION FOR LUMINAIRE. BRACKET ARM FLATES AND POLE PLATES SHALL SBE

PROVIDED AS PER STAMDARD DRAWING HL-10.12. BRACKET ARM, LUMINAIRE AND

WIRING ARE TO BE PROVIDED AND INSTALLLD BY AMERICAN ELECTRIC POWER

(AEP). THE CONTRACTOR SHALL COORDINATE INSTALLATION OF LUMINAIRES WITH

ACP AND THE ENGINEER. COMBINATION SIGNAL SUPPORTS SHALL BE AS FOLLOWS:

COMBINATION MAST ARM A MAST ARM

INTERSECTION SIGNAL SUPPORT  (TYPE _T1C-81.20) (TYPE TC-81.20)
WITH JACKSON ST.* SUPPORT NO. TYPE DESIGN DESIGN LENGTH (FT.) DESIGN LENGTH (FT.)

INGTON ST. Pi TC=12.30 5 12 48 1 18
CLAY ST. Pz TC—-12.30 5 17 48 2 26
- Pi TE—12.50 6 11 41 11 39
IROE ST, Pl C=B1.20 4 3 55 st 33
OE ST. P2 TC=81.28 4 3 35 5 32
HINGTON ST, P2 TC—81.20 12 11 40 1 21

* SEE SHEETS 15. 16 AND 17 FOR ADDITICNAL NFORMATION ON STREET NAME
(N., S., E. OR W.) AND STATE OR FEDERAL ROUTES
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ITEM 632 — REMOVAL OF TRAFFIC SIGNAL MNSTALFATIGN S RO Eng

TRAFFIC SIGNAL INSTALLATION, INCLUDING SIGNAL HEADS, CAGBLE, MESSENGII

WIRE, STRAIN POLES, CABINET, CONTROLLER, ETC.s SHALL BE SR EE S
ACCORDANCE WITH 632.25 AND AS INDICATED CON THE PLANS. ALL REMOVED |iEMS
SHALL  BE. DELIVERED FO:

VILLAGE OF MILLERSBURG STREET DEPARTMENT
(ANDREW D. JONES, VILLAGE ADMINISTRATOR)
600 WALKUP STREET

MILLERSBURG, OHIO 44654

(330) 674-1886

MONDAY THRU FRIDAY 7:C0AM TO 3:30PM

ALL EXISTING CONTROL WIRING FCR THE EXISTING REMOTE PREEMPT CONTRCL SIGNAL
BE TWEEN THE EXISTING POLE AT THE NORTHWEST CORNER OF THE JACKSON ST. (S.R. 39)
ND WASHINGTON ST. INTERSECTION AND THE EXISTING TRAFFIC SIGNAL INSTALLATIONS SHALL

BE REMOVED AS A PART OF 1HiS ITEM.  THE CONERE & RGIESELN SBEERESEONSIBERSECR SB[

DETERMINING THE RCUTING OF THIS EXISTING WIRING.

WITH THE EXCEPTION OF ITEMS WHOSE REMOVAL IS RECES & RnE @l = fiE
INSTALLATION OF THE NEW JKJNM EQUIPMENT, NO ITEM SHALL BE REMOVED

UNTIL THE NEW INSTALLATION IS IN FULL OPERATICN, UNLESS OTHERWISE DIRECTED
B THE ENGINH:R.

THE CONTRACTOR CH/'\LL DISCONNECT THE EXISTING. TRAFFIC SIGNAL POWER  CIRCULT
BEFORE THE EXISTING TRAFFIC SIGNAL INSTALLAHONS ARE REMOVED. PAYMINI
ITEM 632 REMOVAL OF U%AFHL SIGNAL INSTALLATION, AS FE? PLAN SHALL BE
ASSPER 632.28.
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I'TEM 633 — CONIROLLER, MISC: MASTER/SFEOND ARV COGRDIETERAS et Bl

T THIS ITEM OF WORK SHALL CONSIST OF FURNISHING AND INSTALLING
COORDINATION FUNCTIONS AND NECESSARY INTERFACE TO MAKE
THE COORDINATOR COMPLETELY FUNCTIONAL AND OPERATIONAL
AS SHOWN IN THE PLANS

2. PAYMENT FOR JTEM 633 CONTRCLE U« MISC > MASIER /SECONDARY COORDINATOR,
AS PER PLAN WiLL BE MADE AT THECONIRAECTE Pr«ly_ bOMPLET"_‘
INSTALLED IN THE LOCAL CONTROLER" CASINESESEO IR T i A
WIRED,  TESTED, S ANDSACEER € :

3. THE MASTER COORDINATOR SHALL BE LOCATED IN THE 8 PHASE CABINET
AT CLAY STREET (U.S. 62 AND/OR S.R. 83).
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